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Manual Section & Pipe Rolling Machine - RR-76M
40 x 6mm Flat Bar
Bench Mount

ORDER CODE: S683

MODEL: RR-76M

Powered Driven Rolls (Qty): 2 x Manual

Bending Rolls (Type): Manual Top

Top Roll Shaft Diameter (Ø) (mm): ~

Lower Roll Shaft Diameter (Ø) (mm): ~

Top Roll Diameter (Ø) (mm): 76

Lower Roll Diameter (Ø) (mm): ~

Flat Bar Edge Capacity - MS (size / Ø)
(mm):

~

Flat Bar Capacity - MS (size / Ø) (mm): 40 x 6 / ~

Square Bar Solid Capacity - MS (size /
Ø) (mm):

16 x 16 / ~

Rectangle Tube Capacity - MS (size /
Ø) (mm):

~

Square Tube Capacity - MS (size / Ø)
(mm):

20 x 20 / ~

Round Bar Solid Capacity - MS (size /
Ø) (mm):

Ø16 / ~ *

Round Tube Capacity - MS (size / Ø)
(mm):

Ø22 / ~ *

Round Pipe Capacity - MS (size / Ø)
(inch / mm):

~

Angle Capacity - MS (size / Ø) (mm): ~

Motor Power (kW / hp): ~

Voltage / Amperage (V / amp): ~

Dimensions (L x W x H) (mm): 300 x 250 x 550

Note: Requires Additional Tooling (No /
Yes*):

Yes*

Nett Weight (kg): 40

Features
• Gear driven rolls
• Portable unit ideal for on site work
• Additional dies are required to roll round bar, round tube & square tube

Specific Features
 

Rear View
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